
The length measuring device is
suitable for measuring the length of
almost all types of cables and
similar winding goods. The device
can be used both as a hand-held
device and as a stationary device.

BASIC EQUIPMENT

MESSBOI 25
PRODUCT NOVELTY

MESSBOI 25  WITH BASE
SOCKET

MESSBOI 25 WITH BASE
SOCKET AND ROLLER CAGES

The base  socket for
stationary mounting is
included in the basic
equipment. For portable
use, screws are loosened on
the base socket and the
length measuring device
can be removed from the
base socket.

Inlet and outlet roller cage unit is
used for better guidance of the
winding goods for a more precise
length measurement. 

Note: in  combination with our  MESSROL
450, MESSROL 670/1000, TISCHROL 1000
and TROMCAR 1000/1250,  the inlet and
outlet roller cage unit is required. 

MECHANICAL LENGTH MEASURING DEVICE FOR MATERIAL-Ø 2-25 MM

Continuously adjustable 

Counter-wheel detent and a
bracket that can be foldet out to
the side for convenient insert of
the winding goods
Base socket for stationary
attachment
Adding mechanical counter with
reset button 

cable guiding 

Conformity assessment procedure
according to Annex II, Module F1 of
the Measuring Instruments
Directive 2014/32 / EU according to
accuracy class III by the German
calibration authority, valid for all
member states of the EEA.

NOW NEW 
WITH CONFORMITY ASSESSMENT

CONFORMITY ASSESSMENT
(FORMERLY FIRST CALIBRATION)
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